


Thalesalar
TOPCon G12 Series 690-710W al€sdid
- 132-cell Bifacial TOPCON Half Cell Module

=meell Engineering Drawings — Electrical Characteristics (STC*)

1303415 THS-D66HND 690W 695W 700W 705W 710W
1264+1.5 Maximum Power (Pmax)  s90W 695W 700W 705W 710W
Module Efficiency (%) 22.2% 22.4% 22.5% 22.7% 22.9%
i M Optimum Operating Voltage(Vmp)  40.32v 40,52V 4072V 40,92V 4112V
M . Optimum Operating Current (Imp)  17.12A 17.16A 17.20A 17.20A 17.27A
‘)/ Open Circuit Voltage (Voo)  48.38v 48.82V 48.86V 48.90V 48.94v
| ﬂ Il Short Circuit Current (Isc)  17.88A 17.93A 17.97A 18.01A 18.05A
Hﬂ ﬂ M i m Operating Module Temperature -40to +85°C
H” ‘>//A Maximum System Voltage DC1500V (IEC)
dq T H i Maximum Series Fuse 35A
é % é + %T T Power Tolerance 0~+5W
QN Bifaciality 80%+10%
‘mmﬂ Hﬂ ' *STC: Irradiance 1000 W/m?, cell temperature 25°C, AM=15. Tolerance of Pmax is within +/- 3%.
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H HH ll ﬂ Maximum Power (Pmax)  765W 770W 776 W 782W 788W
ﬂ i l HH HH | Optimum Operating Voltage(Vmp)  40.32v 40,52V 40,72V 40.92v 4112y
| W | I . Optimum Operating Current (Imp)  18.97A 19.01A 19.06A 19.11A 19.16A
- M%Mﬂm%ﬂmﬁﬂumm% Uy Open Circuit Voltage (Vod)  48.38v 48.82V 48.86V 48.90V 48,94V
Short Circuit Current (Isc)  19.83A 19.87A 19.91A 19.95A 20.01A

%’\‘ %‘7 **BSTC: Front side irradiation 1000W/m2, back side reflection iradiation 135W/m2AM=1,5, ambient temperature 25°C.

Mechanical Characteristics

Temperature Characteristics Gell Type TOPCom Man 210X105mm

>
w

Nominal Operating Cell Temp.(NOCT) 43ct2°C Cell Connection 132(6X24)
Temperature Coefficient of Pmax -030%/°C Module Dimension 2384X1303X33mm
Temperature Coefficient of Voc 0.26%/°C Weight 38.3kg
Temperature Coefficient of Isc 0.046%/°C Junction Box IP68
Output Cable 4mm2, 300mm in length, length can be customized/UV resistant
Connectors Type MC4 original/MC4 compatible
Frame Anodised aluminum alloy
Safety Class Class Il Encapsulant POE/EPE
Product Warranty 30 yrs Workmanship Front Load 5400Pa
Performance Warranty 30 yrs Linear Warranty* Rear Load 2400Pa
*Less than 1% attenuation in the st year, the annual attenuation from the 2nd year is no Glass Thickness Double solar glass 2.0mm

more than 0.4%, and the power is no less than 87.4% until the 30th year.

PERC Standard @ Thalesolar TOPCON Module

oo ,39% Shipping Configurations
B Container Type HC
90% - i
Container Size 40
85%
80% Pallets Per Container 18
75% Modules Per Pallet (pcs) 48]
Modules Per Container (pcs) 594
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*Refer to Thalesolar standard warranty for details
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